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Probing the origins of magnetism in 2 at.% Fe-implanted 4H-SiC
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Here we reported an about 2 at.% Fe-implanted p-type 4H-SiC Diluted Magnetic Semiconductor (DMS). Scanning Transmission Electron Microscopy (STEM) and Atom Probe Tomography (APT) techniques were used to investigate the origins of ferromagnetic behavior. Nanoparticles (1-9 nm) were identified to be Fe3Si, Fe2Si, Fe5Si3, Fe3Si2, FeSi and FeSi2 phases, the distribution of which is related to Fe distribution. The magnetic properties were studied by Conversion Electron Mössbauer Spectroscopy (CEMS) and Superconducting Quantum Interference Device (SQUID) techniques. The contributions of these Fe-silicides to the ferromagnetism are thus discussed from a quantitative perspective.

In recent years, many efforts have been devoted to introduce 3d Transition Metals (TMs, such as Cr, Mn, Co and Fe) in semiconductors in order to fabricate DMSs [1]. DMSs allow manipulating the spin degree and the charge degree of the electrons separately and simultaneously through the electrical and magnetic fields in one material. These DMSs should possess both considerable ferromagnetic properties at room temperature and relatively high Curie temperature for industrial application. In practice, the realization of room-temperature DMS is quite challenging. Although considerable explorations have been paid to some semiconductors and oxides, like GaN-, Si-, GaAs-, ZnO-and TiO2-based [1][2][3][4][5][6], no roomtemperature DMS has been successfully produced.

Much attention was also focused on some wide-bandgap semiconductors. SiC, with a wide bandgap (3.3 eV for 4H-SiC and 3.0 eV for 6H-SiC), high electrical breakdown field and high thermal conductivity, is used for high-temperature and high-power electronics [7]. Ab-initio calculations have predicted that doping SiC with TMs could result in a ferromagnetic ordering [8]. This phenomenon has been experimentally confirmed; ferromagnetic ordering appears at Curie Temperatures of 50, 250 and 270 K in Ni, Mn and Fe-implanted 6H-SiC [9]. High Curie Temperatures were also achieved in other TM-doped SiC semiconductors [10][11][12][13][14].

However, the origins of the magnetic effects were not clear. The magnetic components could derive from defects [15,16], defect-TM complexes [13,17] or presence of secondphase particles [11,18]. With the TM impurities beyond the solubility limit, spinodal nanodecomposition as well as nanoprecipitation may occur in a range of semiconductor compounds [3]. Among those, according to recent research, the second-phase particles could probably induce the ferromagnetism for Fe-doped SiC. In SiC matrix, the Fe reaction with SiC at high temperature may induce the formation of binary Fe-silicides and ternary Fesilicocarbides [10,11,13,19,20], some of which were reported to be magnetic. Due to the presence of Fe3Si nanoparticles detected by APT in 6 at.% Fe-implanted 6H-SiC sample, a 67% ferromagnetic component was obtained from CEMS spectra [11].

In order to achieve an in-depth understanding of the implantation induced magnetism, we tried to produce a 2 at.% Fe-implanted 4H-SiC DMS and performed careful analyses on the microstructure by advanced characterization techniques. The relationship between Fe distribution and its contribution on the magnetism was then explored from a quantitative view.

Commercial near (0001)-oriented p-type 4H-SiC substrates (provided by CREE, Durham, NC, USA), with a 200 nm thickness uppermost epitaxial layer of p-type (nA-nD ~ 10 20 cm -3 ), were co-implanted with 30-160 keV 56 Fe and 57 Fe ions. The integrated dose can reach 10 16 ions/cm 2 , which induces a plateau of 2 at.% Fe concentration at a depth of 20-100 nm beneath the sample surface according to the SRIM calculation [21] or experimental confirmation by Rutherford backscattering spectroscopy [22,23]. During ion implantation, the sample was held at 550 °C in order to avoid amorphization [22]. A rapid thermal annealing was then performed at 1300 °C for 4 min to promote defect annihilation [24].

The microstructure was examined by APT and (S)TEM. APT technique, based on field evaporation [25], offers extensive capabilities for both 3D imaging and local chemical analyses. Specimens for APT were prepared though the lift-out methods using a dual beam SEM/FIB instrument (Zeiss Nvision 40). To conserve the region of interest (20-100 nm beneath the surface), the Fe-implanted 4H-SiC sample was capped with 500-1000 nm of Pt.

Here, a Laser Assisted Wide Angle Tomographic Atom Probe (LAWATAP) was used to perform the analysis, with a practical temperature of 80 K, a detection flux of 0.003-0.004 ions/s/cm 2 and a pulse repetition rate of 100 kHz. The wavelength of femtosecond laser pulse is 343 nm. The GPM 3D software (From GPM lab, v. 6.4) was used to do the relevant data reconstruction. The chemical compositions of the core nanoparticles were measured using the iso-position cluster identification method [25]. (S)TEM was performed using a JEOL ARM-200F instrument operated at 200 kV. Selected Area Electron Diffraction Patterns (SAEDPs) and High Resolution TEM (HRTEM) images were taken to identify the crystal structures of these nanoparticles. The structural information is collected from the Crystallography Open Datasets and displayed by VESTA software [26]. 57 Fe CEMS technique was used at 300 K to analyze the near surface region of the irradiated sample since it has a penetration depth of about 80-100 nm [27,28]. The spectra were measured in normal incidence using a (He-5% CH4) gas flow proportional counter [29] and a ∼1.5 GBq radioactive source of 57 Co in Rh matrix in constant acceleration mode. The CEMS spectra were fitted by using the four components of the Gunnlaugsson model [30] and a Fs (ferro) component. The single Fei (C) and Fei (Si) lines are attributed to the interstitial sites of Fe atoms surrounded by four C or Si atoms, respectively. The Fs (para) component corresponds to the positioning of the substitutional Fe atoms in C or Si sites. The Fd fraction is assigned to Fe atoms located in strongly disturbed zones. Besides the four components, the Fs (ferro) component was used for the Fe atoms contained in the nanoparticles and the Fe atoms diluted in the matrix for the ferromagnetic contribution. By differentiating quantitatively paramagnetism and ferromagnetism, 57 Fe CEMS is very useful for interpreting the magnetization data measured by a MPMS 5XL SQUID magnetometer at 300 K and 10 K.

Here, STEM and APT were used to investigate the microstructure, and fine magnetic characterizations were performed by CEMS and SQUID. The magnetic nanoparticles were then correlated to the magnetism. These observed particles have a diameter of 1-8 nm. The calculated Fe/Si ratio for those with a minimum number of 60 atoms in core particle was plotted in Fig. 1(d). These nanoparticles correspond to a chain of Fe-silicides, including Fe2Si, Fe5Si3, Fe3Si2, FeSi and FeSi2, among which some with a higher Fe/Si ratio (or higher Fe concentration) may grow to a larger size. Notably, some C atoms were also observed in the core of particles, as exhibited in Fig. 1(e). In fact, the Fe, Si and C concentration values in these nanoparticles depend on the atomic or molecular trajectory and the subsequent 3D reconstruction. SiC has a higher evaporation field than nanoparticles, which may lead to a trajectory aberration due to the local magnification effect [25]. Other phenomena, including the molecular ion evaporation [31] and the multiple events [31,32] may also blur the C projection trajectory, making its identification more complex in SiC. It remains a question that whether these nanoparticles behave as nanoclusters containing C atoms or nanoparticles without C atoms inside.

The crystal structures of nanoparticles were thus explored by (S)TEM analyses. From the HRTEM image in Fig. 2(a), one particle embedded in matrix can be distinguished. This nanoparticle exhibits lattice coherency with matrix. As seen in the Fast Fourier Transform (FFT) images of the nanoparticle (in Fig. 2(b)) and matrix (in Fig. 2(c)), there is a small lattice misfit along the horizontal direction. This is also clear in the local magnification map in Fig. 2(d The hexagonal Fe2Si phase (space group: P 3 m 1) could be identified from Fig. 2(e) and (f), which reveal the SAEDPs along two distinct orientations (not the exact zone axes). The extracted lattice parameters, with the values in the range 0.2018-0.2028 nm, correspond to the theoretical lattice parameter of {21 -1 -0} planes (with a value of 0.2026 nm) of Fe2Si phase. The SAEDPs for the nanoparticles can only be recorded from some fields of view aligned with specific orientations, requiring tentative rotation operations. In Fig. 2(g), some ring traces were observed from the SAEDP image and the corresponding interplanar distances were measured. After comparison with all the possible lattice parameters among all Fe-silicides, Fe5Si3 phase (space group: P 63 m c m) could be unambiguously identified.

Thus, the presence of several Fe-silicides was confirmed. The repeated lattice cells for cubic Fe3Si phase, hexagonal Fe2Si phase and hexagonal Fe5Si3 phase are plotted in Fig. 2(h)-(j). Since these Fe-silicides exhibit their predicted crystal structures, it is very unlikely that a significant proportion of C atoms are present in these particles. It is hence inferred that the detected C atoms in the nanoparticles should come from APT artefacts. These nanoparticles formed during thermal annealing display simultaneously a size and a composition gradient along implantation depth. In Fig. 3(a), the phase of these nanoparticles evolves from Fe-rich type (Fe2Si) to Si-rich type (FeSi2) within an implantation depth 20-100 nm, along with the size decrease. These observations are consistent with the Fe distribution.

Based on the calculation shown in Fig. 3(b), Fe concentration peaks at a penetration depth of 20-45 nm, corresponding to the presence of most Fe2Si-type nanoparticles. Due to limited reconstruction volume in APT, no Fe3Si-type nanoparticle was observed in this sample. TEM photograph in Fig. 3(c) reveals a 1-9 nm size-gradient distribution of nanoparticles beneath the implantation surface, which perfectly agrees with APT analyses. These nanoparticles show various shapes (regular and irregular). This may partly explain why the Chemical Composition Correction (CCC) model [33] fails to correct the particle composition, since this model is adapted to cubic or spherical nanoparticles.

Fig. 3

At high temperature, a variety of stable and metastable phases appear in the binary Fe-Si phase diagram [34]. A stronger Fe-Si affinity promotes the preferential formation of Fesilicides rather than carbides. The formation of Fe3Si could be ascribed to its high standard formation enthalpy of -94.1 kJ/mol [35], in comparison to that of 25.2 kJ/mol for Fe3C [35].

Here, the possibility that ternary Fe-silicocarbides (including Fe65Si25C10, Fe70Si10C20, Fe70Si15C15, reported in [20]) are formed could be excluded, because these compounds are in an amorphous condition at above 1000 °C. For instance, Fe65Si25C10 will decompose above 737 K [20].

Moreover, the Fe concentration at the SiC interface determines the types of the Fe-silicides.

Fe concentration decreases monotonously within the implantation depth 20-100 nm. The Fe diffusion is motivated by the vacancies produced during ion implantation. The high vacancy concentration near the surface region results in a corresponding high Fe concentration, since the vacancies prefer to stay closer to the free surface [36]. As measured from Fig. 3(b), the average Fe concentration is 2.5 ± 0.2 at.% at a depth range 16-45 nm, and thus Fe2Si-type nanoparticles were formed. In accordance with the decreasing Fe concentration, a chain of Fesilicides were observed. Fig. 4(a) plots the CEMS spectra obtained at ambient temperature for the as-annealed sample. The spectra were fitted with 2 paramagnetic components (Fei (C) and Fs (para)) of the Gunnlaugsson model and one ferromagnetic component (Fs (ferro)). Another 2 components, Fei (Si) and Fd, were neglected since the samples were annealed at 1300°C [35]. The analyses -8 -reveal that Fe atoms distribute in different environments. The ferromagnetic spectrum originates from the ferromagnetic ordering of Fe. The hyperfine field distribution in Fig. 4(b) reveals an about 32% contribution of ferromagnetic component. The ordered Fe3Si phase was frequently reported in the literature because of its ferromagnetic contribution [11,[37][38][39]. The low intensity at two intensity peaks (typically 20T and 30T [11]) suggests a low volume fraction of ordered Fe3Si phase. This well agrees with the fact that a few Fe3Si-type nanoparticles were observed from APT and TEM analyses. Indeed, the Fs (ferro) component could be due to other types of Fe-silicides and Fe atoms diluted in the matrix. With halfmetallic band structure, hexagonal Fe2Si phase is ferromagnetic and the magnetic moment is about 1.30 μB/Fe [40][41][42]. For ferromagnetic Fe5Si3 phase, it has two unequal sites, with magnetic moments of 1.05 μB/Fe and 1.55 μB/Fe [40], respectively. Thus, the average magnetic moment of Fe5Si3 is 1.30 μB/Fe. The magnetic moment values for other Fe-silicides can be referred to the literature [40,41,43]. Fig. 4(c)-(d) show the M-H curves at 10 K and 300 K. In Fig. 4(c), the hysteretic behavior is clear at low fields and the saturation magnetization is about 1.40 μB/Fe at 10 K. In contrast, no hysteretic behavior was observed in Fig. 4(d) at low fields at 300 K. This demonstrates the ferromagnetic behavior at 10 K and the superparamagnetic behavior at 300 K. Then, we discuss the ferromagnetism at 10 K. 4H-SiC matrix is diamagnetic and the implanted Fe atoms induce the ferromagnetic behavior. The ferromagnetism is an accumulation of total Fe atoms, as expressed below:

〈 〉 = ∑ 〈 〉
where 〈 〉 is the saturation magnetization, about 1.40 μB/Fe at 10 K, and 〈 〉 are the Fe fraction and the magnetic moment in each component. Taking into account the presence of Fe-rich nanoparticles, Fe in 4H-SiC matrix contains two parts: Fe atoms in matrix and inside Fe-silicides. Thus, the above equation can be written as:

〈 〉 = 〈 〉 + 〈 〉
where 〈 〉 and 〈 〉 represent the average magnetic moments for the Fe atoms in matrix and inside nanoparticles, respectively, and and are the Fe fractions in matrix and inside nanoparticles. The Fe distribution is extracted from APT analyses and the results are listed in Table 1. From APT analyses, about 51.7% of total Fe atoms form Fe-silicides. The average magnetic moment of nanoparticles is about 1.18 μB/Fe, while that for diluted Fe atoms is about 1.59 μB/Fe. The magnetic moment for the diluted Fe atoms is close to that for 6 at.% Fe implanted 6H-SiC, with a value of 1.65 μB/Fe [44]. Fe2Si phase, with a Fe fraction of 34.6%, is the main contributor among all the Fe-silicides. The half-metallic ferromagnetism of Fe2Si is mainly due to the Fe d-d exchange as well as the hybridization between Si p and Fe d orbitals [45].

Compared with 6 at.% Fe, a 2 at.% Fe implantation induces a larger variety of Fe-silicides, while, in both cases, not only the diluted Fe atoms but the Fe atoms inside nanoparticles are also important to the ferromagnetism. According to ab initio calculations, the ferromagnetic ordering within the diluted Fe atoms derives from the Si substitution by Fe in the (Si/4C) -1 -
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 1 Fig. 1(a)-(c) exhibit massive nanoparticles from 3 different APT samples.
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  ). 4H-SiC phase (space group: P 63 m c) possesses hexagonal close-packed symmetry, in which "4" refers to the atomic layers in a repeat unit along the stacking direction and H represents the crystal symmetry. The interplanar distances of {01 -142 nm and 0.267 nm, respectively. In the nanoparticle, the cubic Fe3Si phase (space group: F m 3 m) is evidenced by two vertical lattice parameters, 0.140 nm and 0.250 nm, corresponding to the inter-planar distances of {400} and {021} planes, respectively. It is inferred that the {400} plane of Fe3Si phase is oriented with {01 -16} plane of 4H-SiC matrix.
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 1 Fig. 1 Distribution map of Fe atoms and nanoparticles in 2 at.% Fe-implanted 4H-SiC after
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 243 Fig. 2 STEM/HRTEM analyses of crystal structures for Fe3Si, Fe2Si and Fe5Si3 phases: (a)
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 4 Fig. 4 Photographs exhibiting the room-temperature CEMS spectra (a) with the corresponding hyperfine field distribution (b) and the magnetization hysteresis curves measured at 10 K (c) & 300 K (d) for the samples annealed at 1300 °C for 4 min. In (a), the whole spectrum (in blue) and 3 components consisting of the Fei (C) component (in green), the Fs (para) component (in orange) and the Fs (ferro) component (in purple) are displayed. In (c) & (d), the inserted photos show the magnetization behaviors at low fields.

  

Table 1 Fe distribution and the magnetic contributions

 1 

						Nanoparticles	
			Matrix	Fe2Si	Fe5Si3	Fe3Si2	FeSi	FeSi2
		/ %	48.3	34.6	6.1	8.0	2.6	0.4
	〈 〉/ μB/Fe	1.59	1.3 [40-42]	1.3 [40]	0.79 [43]	0.75 [43]	0 [43]
	〈 〉	/ μB/Fe				1.18	
	Note: 〈 〉	represents					

the average magnetic moment for the Fe atoms inside nanoparticles.
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tetrahedron, in which the electronic structure of Fe atoms is strongly affected by the neighboring C atoms [46]. An increase of the Fe-C length along the c direction of this (Fe/4C) tetrahedron leads to the increased mean magnetic moment [46]. Calculated densities of states on Si substitution with Fe reveal the Fe bands in the gap close to the SiC valence band top, in which a significant degree of coupling exists between Fe 3d and C 2p orbitals [46,47].

To conclude, this work concentrates on a 2 at.% Fe-implanted 4H-SiC DMS. Combined high resolution APT and STEM analyses reveal a chain of magnetic Fe-silicides, including Fe3Si, Fe2Si, Fe5Si3, Fe3Si2, FeSi and FeSi2, which display both size and composition gradient characteristics along the implantation depth. Fe2Si phase possesses larger proportion than any other type. The DMS exhibits a ferromagnetic behavior at 10 K and the ferromagnetism originates from both the diluted Fe atoms and Fe-silicides. The average magnetic moment of nanoparticles was estimated to be about 1.18 μB/Fe, while that for diluted Fe atoms is about 1.59 μB/Fe at 10 K.
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