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ABSTRACT 

In this study, we investigate the magnetic and magnetocaloric properties of Cr-based 

spinel sulphides Fe1-xCuxCr2S4 (x = 0.0 and x = 0.5). The magnetic transition temperature of 

FeCr2S4 (176 K) increases to 330 K when 50% of Fe in FeCr2S4 structure is substituted with Cu. 

Temperature-dependent Zero-Field-Cooled (ZFC) and Field-Cooled (FC) magnetic moment 

measurements show a paramagnetic (PM) to ferrimagnetic (FiM) phase transition in our 

samples. Magnetocaloric properties were investigated through magnetization isotherm 

measurements. The maximum magnetic entropy change values are -2.78 J/Kg. K and -2.11 

J/Kg. K under 5 T magnetic field, for x = 0 and x = 0.5 in Fe1-xCuxCr2S4, respectively. Analysis of 

phenomenological universal curves and Arrott plots indicate a second-order magnetic 

transition for both compounds. Consequently, Fe0.5Cu0.5Cr2S4 emerges as a promising 

candidate for magnetic refrigeration applications due to its considerable high magnetic 

entropy change and its proximity to room temperature transition. 

 

Keywords Spinel coumpounds, Magnetocaloric effect, Magnetic entropy change, Relative 

cooling power. 

1. Introduction 

The Magnetocaloric Effect (MCE) is acknowledged as an interesting property intrinsic to 

all magnetic materials. Magnetic refrigeration based on MCE is advantageous due to its low 
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energy consumption and environmentally friendly characteristics, making it a promising 

alternative gas compression refrigeration technology [1, 2]. The magnetocaloric effect is 

associated with the magnetic entropy change (−𝛥𝑆𝑀), resulting from the coupling between 

the magnetic material sublattice and the external magnetic field µ0H. In the presence of a 

magnetic field variation 𝛥𝐻, the magnitude of (−𝛥𝑆𝑀) reaches its maximum peak in the 

vicinity of the magnetic phase transition temperatures Tc. A lot of magnetic materials with 

giant MCE and featuring a first-order magnetic transition have been studied [3-5]. However, 

the irreversibility behavior of their field and thermal magnetization limits their practical 

applications [6]. Typically, materials with a first-order magnetic transition are characterized 

by a narrow and sharp peak in magnetic entropy changes (−𝛥𝑆𝑀) around the transition 

temperature. This is in contrast to second-order magnetic transition (SOMT), which implies a 

very large magnetic entropy change (−𝛥𝑆𝑀) [7, 8]. Despite this, SOMT materials exhibit a 

significantly high Relative Cooling Power (RCP) and favorable reversible magnetic behavior [9]. 

Therefore, SOMT materials are recognized as key factors for achieving high efficiency in 

magnetic refrigeration. 

In recent years, transition metal spinel structures with the general formula AB2S4, have 

attracted considerable attention due to their versatile physical properties. Specifically, the 

ferrimagnetic spinel structure Fe1-xCuxCr2S4 (0 ≤ x ≤  1) has attracted significant attention due 

to its fascinating electronic and magnetic properties, including colossal negative 

magnetoresistance and semiconducting behavior [10]. In these structures, chalcogen anions 

form a close-packed face-centred cubic lattice, with divalent A2+ ions occupying 1/8 of the 

tetrahedral sites, and trivalent B3+ occupying 1/2 of the octahedral sites. The magnetism in 

spinel materials arises from the partially filled d-orbitals of transition metals. In FeCr2S4, 

magnetic Fe2+ (3d6, S=2) ions occupy the tetrahedral A-sites, while magnetic Cr3+ (3d3, S=3/2) 

ions reside in the octahedral B-sites [11]. The spin magnetic moments of Fe and Cr ions couple 

ferromagnetically among themselves, but couple antiferromagnetically with each other. 

FeCr2S4 exhibits a Curie temperature Tc in the range of 165-180 K [10], [12, 13]. Recent studies 

show that the magnetic transition temperature increases when Fe is substituted by Cu in the 

tetrahedral A-sites [14, 15]. In Fe0.5Cu0.5Cr2S4, the magnetic transition temperature shifts close 

to room temperature [16, 17]. This adjustment makes Fe0.5Cu0.5Cr2S4 particularly significant 
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for practical applications at room temperature, emphasizing its potential as a highly promising 

material for advanced technological applications including magnetic refrigeration. 

In the present work, we will focus on the ferrimagnetic spinel Fe1-xCuxCr2S4 (x = 0.0, 

x = 0.5) compounds. Our investigation will encompass an in-depth analysis of magnetic 

properties, particularly the exploration of magnetic entropy changes. We have reported a 

notable magnetic entropy change around their Curie temperatures Tc under an applied field 

variation of  𝛥𝐻 = 5 T. These results suggest that the thiospinel compounds are promising 

candidates for use as working materials in magnetic refrigeration technology. 

 

2. Experimental details: 

Polycrystalline samples Fe1-xCuxCr2S4 (x = 0.0, x = 0.5) were synthesized by solid-state 

reactions of Fe, Cu, Cr, and S in a controlled environment inside a dry glove box. A total of 1 

gram was weighed, following the stoichiometric ratio of the FeCr2S4 and Fe0.5Cu0.5Cr2S4 

formulas. After mixing by grinding in an agate mortar, the powder was pressed into bars (2 × 

2 × 10 mm), which were sealed into a quartz tube under vacuum. The sealed tube underwent 

thermal treatment at 800°C for 12 hours. After this initial heating, the obtained bars were 

ground into powder for a second round of heat treatment, following a similar process. X-ray 

powder diffraction (XRPD) was performed at room temperature using a Panalytical X-Pert Pro 

diffractometer with cobalt radiation (Co-Kα = 1.7886Å/1.7929Å) and equipped with an 

X’Celerator detector. The X’pert Highscore Plus suite was used to check the purity and identify 

the possible secondary phases. Structure refinement was conducted using the Rietveld 

method based on the FullProf program implemented in the WinPLOTR Suite [18]. The 

magnetization data were collected via conventional zero-field-cooled (ZFC) and field-cooled 

(FC) modes under an applied induction field of 0.01 T. Data were collected during the heating 

process (ZFC curve) and subsequently during cooling back to 5 K (FC curve). For 

magnetocaloric measurements, magnetization versus magnetic field (M–H) data were 

recorded at temperatures near Tc, with an applied magnetic field varying from 0 T to 5 T. 
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3. Results and discussions 

       The structure and phase purity of Fe1-xCuxCr2S4 (x = 0.0, x = 0.5) were examined using X-

ray diffraction (XRD) measurements, and the resulting data were analyzed through Rietveld 

refinement, as illustrated in Figure 1 (a) and (b). Both compositions crystallize in a cubic spinel 

structure with the Fd3̅m space group (no. 227), with minor secondary phases identified as 

Cr2S3 for x = 0.0 and CuCrS2 for x = 0.5, respectively. Cr₂S₃ has been reported as a ferrimagnetic 

material with very weak magnetization below 120 K [19], while CuCrS₂ exhibits 

antiferromagnetic ordering below 40 K [20]. Therefore, we expect these impurities to have a 

negligible impact on the magnetic and magnetocaloric properties of the samples. The refined 

structural parameters, including the lattice parameters and R-factors, are summarized in 

Table 1. The copper substitution for iron is confirmed by a reduction in the cell parameter from 9.9976 

to 9.9196 Å in good agreement with the data from Ref. 15. The crystallographic parameters, 

including atomic positions, isotropic displacement factors, and site occupancies, are provided 

in Table 2 for both compositions. 

Table 1: Refined structural parameters of Fe1-xCuxCr2S4 (x = 0.0, x = 0.5). 
 

Samples x = 0.0 x = 0.5 

Space groupe Fd3̅m Fd3̅m 

Lattice parameter a (Å) 9.9976(1) 9.9196(1) 

Unit cell volume V (Å3) 999.28(1) 976.06(1) 

 
Rp (%) 

Rwp (%) 
Rexp (%) 

 
2.84 
3.59 
3.37 

 

 
3.61 
4.63 
4.17 

 

Chi squared 𝝌𝟐 1.13 1.23 

Bragg R-factor 2.55 4.87 

Main phase (Weight %) 96.56(12) 96.24(63) 

Impurity (Weight %) 
Cr2S3 

3.44(13) 
CuCrS2 

3.76(22) 
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      The scanning electron microscopy (SEM) images and corresponding energy-dispersive X-

ray spectroscopy (EDX) analysis of Fe1-xCuxCr2S4 (x = 0.0, 0.5) samples are presented in Figure 

2. For the FeCr2S4 compound (Fig. 2 a), dense agglomerations of particles with varied 

morphologies are observed, with a particle size of around ten micrometers. The EDX analysis 

(Fig. 2 c) confirms the presence of Fe, Cr, and S elements, in agreement with the XRD results, 

thereby validating the elemental composition of the compound. Similarly, the SEM image of 

the Fe0.5Cu0.5Cr2S4 compound (Fig. 2 b) shows crystallites with diverse shapes and sizes. The 

EDX analysis (Fig. 2 d) reveals peaks corresponding to Fe, Cr, S, and additional peaks for copper 

(Cu), confirming the successful incorporation of Cu into the crystal structure, as supported by 

the XRD results. The atomic percentages of Fe, Cu, Cr, and S for the Fe1-xCuxCr2S4 (x = 0.0, 

x = 0.5) samples, determined by EDX, are summarized in Table 3. The experimental data show 

close agreement with the expected compositions. 

Table 2: Crystallographic parameters of Fe1-xCuxCr2S4 (x = 0.0, x = 0.5) obtained from 

Rietveld refinement. 
 

Phase x=0 

Atome 
Wyckoff  
symbol 

x/a y/b z/c B (Å2) Occ. 

Fe 8b 3/8 3/8 3/8 1.69(8) 0.89(1) 

Cr 16c 0 0 0 0.53 (1) 0.94(1) 

S 32e 0.24065(8) 0.24065(8) 0.24065(8) 1.21(1) 1.03(1) 

 

 

Phase x=0.5 

Atome 
Wyckoff 
symbol 

x/a y/b z/c B (Å2) Occ. 

Fe/Cu 8b 5/8 5/8 5/8 0.93(10) 0.49(5)/0.45(5) 

Cr 16c 0 0 0 0.32(7) 0.95(1) 

S 32e 0.24187(15) 0.24187(15) 0.24187(15) 0.67(9) 1.03(1) 
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Fig. 1. Rietveld refinement profile of the XRD diagrams of Fe1-xCuxCr2S4 at RT: (a) for x=0.0 

and (b) for x=0.5. Red circles and black solid line respectively represent the experimental 

data (Yexp) and calculated intensity (Ycalc). The green solid bars indicate the Bragg peak 

positions of main phase (first line) and impurity (second line), and the blue curve at the 

bottom represents the residual (Yexp - Ycalc) (difference between experimental and 

calculated data). 
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Table 3: Atomic percentage of Fe, Cu, Cr, and S elements in Fe1-xCuxCr2S4 (x = 0.0, x = 0.5) 

samples from EDX analyses. 

Element FeCr2S4 
(at. %) 

Fe0.5Cu0.5Cr2S4 
(at. %) 

Fe 14.80 ± 0.05 7.20 ± 0.12 

Cu - 7.10 ± 0.14 

Cr 28.90 ± 0.04 28.01 ± 0.05 

S 56.30 ± 0.04 57.69 ± 0.05 

Atomic composition :  Fe1.036Cr2.023S3.941 Fe0.504Cu0.497Cr1.961S4.038 

 

 

 

Fig. 2. (a, b) : Typical SEM image and (c, d) the corresponding EDX analysis for our samples. 
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The thermal variations of zero-field-cooled (ZFC) and field-cooled (FC) magnetization 

curves for Fe1-xCuxCr2S4 (x = 0.0, x = 0.5) in a magnetic field of 0.01 T are reported in figure 3. 

As compared to FeCr2S4, for which a Curie temperature value TC = 176 K is found [Fig. 3(a)], an 

increase of TC up to 330 K is evidenced for Fe0.5Cu0.5Cr2S4 [Fig. 3(b)]. The fact that TC is close to 

room temperature is particularly interesting for technological applications, especially 

magnetic refrigeration. This value is in satisfactory agreement with the previously reported 

transition temperature of 347 K [21] and 340 K [16]. In the case of FeCr2S4, a cusp-like anomaly 

around 50 K is found in the FC curve [Fig. 3(a)], which is attributed to the formation of a 

noncollinear helical spin configuration [17,22,23].  

 

The figure 4 displays M (µ0H) at 5 K over the range of µ0H = ±5 T for x = 0.0 and  x= 0.5 

samples. We observe a similar behavior for both samples with a small hysteresis loop. The 

magnetization clearly increases with the field and tends to saturate at high fields. The 

magnetization is higher for the Cu-doped compound, with magnetic saturation values of 36 

and 51 emu/g for x = 0.0 and x = 0.5, respectively. The increase in magnetization for the Cu-

doped compound (x = 0.5) compared to the undoped compound (x = 0.0) can be explained by 

the localized features of Fe and Cu 3d band electrons, with an orbital contribution to the total 

 

Fig. 3. Temperature dependence of magnetization measured in the ZFC and FC modes in a 

magnetic induction field of 0.01 T for Fe1-xCuxCr2S4: x = 0.0 (a) and x = 0.5 (b). The insets 

show plots of 𝑑𝑀 𝑑𝑇⁄  versus T for both compounds. 
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magnetic moment in this ferrimagnetic system being reduced by the effect of Cu doping, as 

proposed by Park et al [24]. 

The insets of Fig. 4 display a zoomed portion of the low magnetic field region. Additionally, 

we note that our samples have negligible values of remnant magnetizations (Mr) and coercive 

fields (µ0HC). µ0HC values were found to be 6×10−3 and 5×10−3 T for x = 0.0 and x = 0.5, 

respectively. Mr values were found to be 16.2 and 10.7 emu/g for x = 0.0 and x = 0.5, 

respectively. 

 

The isothermal magnetization curves of the selected Fe1-xCuxCr2S4 compounds recorded 

at various temperatures with the applied magnetic field up to 5 T are displayed in Fig. 5. These 

curves reveal a gradual ferrimagnetic (FiM) to paramagnetic (PM) transition. Below TC, there 

is a sharp rise at low magnetic fields, and the magnetization tends to saturate with increasing 

field, consistent with the typical FiM character observed in both compounds. This behavior 

arises from the alignment of spins in response to the applied magnetic field. However, above 

TC, the magnetization becomes linear, indicating a PM behavior, and decreases with increasing 

temperature. Arrott-plots (M2 versus µ0H/M) are commonly employed to identify the nature 

of the magnetic phase transition. According to Banerjee’s criteria [25], a magnetic transition 

is expected to be second-order when the slope of the curve is positive, otherwise the 

transition will be a first-order. The Arrott plots for the two investigated samples are presented 

 

Fig. 4. M-H loops measured at 5 K for the Fe1-xCuxCr2S4 (x = 0.0, x = 0.5) samples. 
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in Fig. 6. The positive slope in the Arrott plots gives evidence for a second-order magnetic 

transition for both compounds. 

 

Fig. 5. Isothermal magnetization curves for x = 0.0 (a) and x = 0.5 (b) Fe1-xCuxCr2S4 samples. 

 

 

Fig. 6. Arrott plots of for x = 0.0 (a) and x = 0.5 (b) Fe1-xCuxCr2S4 samples at various 

temperatures. 

 

To investigate the magnetocaloric effect of samples, a series of isothermal magnetic 

entropy changes were derived from isothermal magnetization experimental data. In 

accordance with the fundamental principles of thermodynamics, the magnetic entropy 

change 𝛥𝑆𝑀 measured in a magnetic field from 0 to H can be expressed as follows: 
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𝛥𝑆𝑀(𝑇, 𝐻) = 𝑆𝑀(𝑇, 𝐻) − 𝑆𝑀(𝑇, 0) = ∫ (
𝜕𝑆

𝜕𝐻
)

𝑇
𝑑𝐻

𝐻

0

  (1) 

Using Maxwell’s thermodynamic relation [26]:  

(
𝜕𝑆

𝜕𝐻
)

𝑇
= (

𝜕𝑀

𝜕𝑇
)

𝐻
 (2) 

 

A new formula can be obtained from the last one as follows: 

𝛥𝑆𝑀(𝑇, 𝐻) = ∫ (
𝜕𝑀

𝜕𝑇
)

𝐻
𝑑𝐻

𝐻

0

 (3) 

For magnetization measurements made at discrete field and temperature intervals, the above 

equation can be approximated by: 

𝛥𝑆𝑀(𝑇, 𝐻) = ∑
𝑀𝑖+1 − 𝑀𝑖

𝑇𝑖+1 − 𝑇𝑖
 𝛥𝐻𝑖  (4) 

Where Mi and Mi+1 are the experimental magnetization values measured at temperatures Ti 

and Ti+1, respectively, in an external magnetic field Hi. The accuracy of 𝛥𝑆𝑀 calculated using 

this method is about 10% [27]. 

 

 

Fig. 7. Magnetic entropy changes (−𝛥𝑆𝑀) versus temperature under different applied 

magnetic fields for FeCr2S4 (a) and Fe0.5Cu0.5Cr2S4 (b). 
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Figure 7 illustrates the change in magnetic entropy (−𝛥𝑆𝑀) as a function of temperature for 

the Fe1-xCuxCr2S4 compounds, calculated at different magnetic fields. The maximum entropy 

changes for FeCr2S4 and Fe0.5Cu0.5Cr2S4 occur near their respective Curie temperatures of 176 

K [Fig. 7(a)] and 330 K [Fig. 7(b)]. For FeCr2S4, we obtained  maximum |∆𝑆𝑀
𝑚𝑎𝑥| values of 0.63, 

1.77, and 2.78 J/kg. K for 𝛥𝐻 =1, 3, and 5 T, respectively. The latter value is about 33% smaller 

than that reported by Dey et al. [28], which can be ascribed to a small microstructure 

difference between the samples influencing magnetic interactions close to TC. 

For the Cu-doped compound, there is a slight reduction in the |∆𝑆𝑀
𝑚𝑎𝑥| values, with 

corresponding values of 0.62, 1.45, and 2.11 J/kg. K. However, the significant increase in the 

temperature transition from 176 K for FeCr2S4 to 330 K for Fe0.5Cu0.5Cr2S4, is promising for the 

near room-temperature refrigeration applications. 

 

As shown in Fig. 7, the values of (−𝛥𝑆𝑀) remain positive throughout the entire temperature 

range for both compounds, confirming the ferrimagnetic ordering of the Fe-Cr sublattice at Tc. 

This characteristic behaviour is closely linked to the sign of  𝜕𝑀 𝜕𝑇⁄ , as described in equation 

2. Figure 8 (a) illustrates the variation of the maximum entropy changes |∆𝑆𝑀
𝑚𝑎𝑥| with respect 

to the magnetic field for FeCr2S4 and Fe0.5Cu0.5Cr2S4 compounds. An increase in |∆𝑆𝑀
𝑚𝑎𝑥| is 

observed with increasing the magnetic applied field for both compounds. A similar trend is 

observed for the Full Width at Half maximum (FWHM) of the entropy profiles as a function of 

the applied magnetic field, as shown in figure 8 (b) for both samples.  
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Fig. 8. Magnetic field dependence of (a) the maximum entropy changes and (b) full width at 

half maximum (FWHM) of the entropy for FeCr2S4 and Fe0.5Cu0.5Cr2S4 compounds 

 

The magnetic cooling capability of the material can be related to the relative cooling 

power (RCP) and the refrigerant capacity (RC), which are commonly used to assess the 

magnetocaloric material performance. RC and RCP are two interrelated parameters that 

provide rough estimates of the energy transferred per unit mass between the hot and cold 

regions during an ideal refrigeration cycle. These parameters can be evaluated using the 

following equations [2, 29, 30]: 

RCP = |∆𝑆𝑀
𝑚𝑎𝑥| × 𝛿𝑇𝐹𝑊𝐻𝑀 (5) 

RC = ∫ −∆𝑆𝑀

𝑇𝐻𝑜𝑡

𝑇𝐶𝑜𝑙𝑑

(𝑇) 𝑑𝑇 (6) 

 

where 𝛿𝑇𝐹𝑊𝐻𝑀 denotes the full width at half maximum of the magnetic entropy change as a 

function of temperature, and 𝑇𝐶𝑜𝑙𝑑 and 𝑇𝐻𝑜𝑡 denote the temperature points at 𝛿𝑇𝐹𝑊𝐻𝑀.  

The RCP and RC values of Fe1-xCuxCr2S4 (x = 0.0 and x = 0.5) samples around their Curie 

temperatures are plotted in [Fig. 9(a)] and [Fig. 9(b)], respectively. For both compounds, these 

parameters follow a  monotonous increase with increasing the external magnetic field. For x 

= 0.0, the RCP and RC values at 5 T are about 128.1 J/kg and 94.0 J/kg, respectively. 

 

Fig. 9.  Relative cooling power (RCP) (a) and refrigerant capacity (RC) (b) versus magnetic 

field of Fe1-xCuxCr2S4 (x = 0.0, x = 0.5). 
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In comparison, for x = 0.5, the RCP and RC values are found to be 92.5 J/kg and 69.5 J/kg, 

respectively. The slightly reduced RCP values for the Cu-doped compound as compared to 

undoped compound are in agreement with the reduced |∆𝑆𝑀
𝑚𝑎𝑥| and FWHM values previously 

discussed. Also, we found that 𝑅𝐶𝑃 ≈ 1.3 ×  𝑅𝐶 for both compounds. 

 

To evaluate the magnetocaloric effect performance of our samples, we compared 

|∆𝑆𝑀
𝑚𝑎𝑥| and RCP values from this study with different magnetic materials having a spinel 

structure, as reported in Table 4. Given the significantly high magnetic entropy change and 

relative cooling power values of Fe0.5Cu0.5Cr2S4, along with its magnetic transition occurring 

near room temperature, this material presents a promising candidate for magnetic 

refrigeration applications.  

 

Another important parameter for magnetocalorics is the specific heat change, ∆𝐶𝑃(𝑇, 𝐻),  

associated with an applied magnetic field, expressed by the following formula: 

∆𝐶𝑃(𝑇, 𝐻) = 𝐶𝑝(𝑇, 𝐻) − 𝐶𝑝(𝑇, 0) = 𝑇
𝜕∆𝑆𝑀(𝑇, 𝐻)

𝜕𝑇
 (7) 

Table 4 : Magnetocaloric properties of Fe1-xCuxCr2S4 (x=0.0, x=0.5) compared with previously 

reported spinel compounds at 5 T. 

Compound TC 
(K) 

|𝛥𝑆𝑀
𝑚𝑎𝑥| 

(J/Kg. K) 
RCP 

(J/Kg) 
Reference 

FeCr2S4 176 2.78 128.09 This work 

Fe0.5Cu0.5Cr2S4 330 2.11 92.50 This work 

MnCr2O4 42 5.30 88.17 [31] 

CoCrFeS4 312 1.06 51.87 [32] 

CoCr2O4 96 0.76 10.79 [32] 

CoCr2S4 225 3.33 - [33] 

Co0.4Cu0.6Cr2S4 303 2.57 - [33] 
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Using this equation, we calculated the thermal evaluation of the specific heat change, ∆𝐶𝑃, 

for our samples under different field variations, as illustrated in Fig. 10 (a) and (b). Anomalies 

can be observed in all curves around the critical temperature Tc, transitioning from a negative 

value below Tc to a positive value above Tc as the temperature increases. Furthermore, the 

minimum/maximum values of ∆𝐶𝑃 exhibit an increasing trend with the applied magnetic field 

in the 161 - 183 K and 319 - 345 K ranges for FeCr2S4 and Fe0.5Cu0.5Cr2S4, respectively. This 

suggests that the impact of the magnetic field on the specific heat becomes more pronounced 

with increasing field strength. Moreover, under a magnetic induction field of 5 T, the 

amplitude of ∆𝐶𝑃 evolves from 38.6 to 67 J/kg.K when half of Fe is substituted by Cu in the 

thiospinel compound.  

 

We use a criterion developed by Franco and Conde [34] to ascertain the nature of the 

magnetic order transition which is based on rescaled entropy change curves for different 

applied fields. In order to construct the universal curves, it is necessary to normalize the 

𝛥𝑆𝑀(𝑇) obtained at different fields to their maximum values |∆𝑆𝑀
𝑚𝑎𝑥|, and rescale the 

temperature axis. Figure 11 (a) and (b) illustrate the construction of universal curves for our 

samples by plotting 𝛥𝑆′ against 𝜃, where 𝛥𝑆′ = 𝛥𝑆𝑀(𝑇)/|∆𝑆𝑀
𝑚𝑎𝑥| and 𝜃 represents the new 

parameter of the temperature axis defined as: 

 

Fig. 10: Specific heat changes (−𝛥𝐶𝑃) under different applied magnetic fields for FeCr2S4 (a) 

and Fe0.5Cu0.5Cr2S4 (b). 



16 
 

𝜃 = −
𝑇 − 𝑇𝑐

𝑇𝑟1 − 𝑇𝑐
, 𝑇 ≤ 𝑇𝑐 ;   𝜃 =

𝑇 − 𝑇𝑐

𝑇𝑟2 − 𝑇𝑐
, 𝑇 > 𝑇𝑐 (8)   

where 𝑇𝑟1 and 𝑇𝑟2 are the two reference temperatures. In our case, they are chosen in a way 

that 𝛥𝑆𝑀(𝑇𝑟1) = 𝛥𝑆𝑀(𝑇𝑟2) = 0.5 |∆𝑆𝑀
𝑚𝑎𝑥|.  

If the phenomenological universal curves converge onto a single curve under different applied 

fields, it indicates that the compound undergoes a second order ferrimagnetic phase 

transition [35, 36]. Conversely, if the universal curve does not collapse into a single curve, it 

suggests a first-order magnetic phase transition. As shown in Fig. 11, there is a clear collapse 

of normalized curves under different magnetic fields for FeCr2S4 and Fe0.5Cu0.5Cr2S4, 

respectively. This result gives evidence for a second order phase transition occurring in our 

samples, in agreement with the Arrott plots constructions shown in Fig. 6. 

 

 

Fig. 11 . Universal curve of the scaled entropy changes for (a) FeCr2S4 and (b) Fe0.5Cu0.5Cr2S4 

at different applied magnetic field changes. 

 

4. Conclusions 

In summary, we studied the magnetic and magnetocaloric properties of FeCr2S4 and 

Fe0.5Cu0.5Cr2S4 spinel compounds. The magnetic entropy changes ∆𝑆𝑀 were calculated using 

isothermal magnetization curves around the magnetic transition temperatures of each 

material. Under a 5 T magnetic field, the maximum magnetic entropy changes were found to 

be 2.78 J/kg. K for FeCr2S4 and 2.11 J/kg. K for Fe0.5Cu0.5Cr2S4. The relative cooling power (RCP) 
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values decreased slightly with Cu substitution, yet remained promising. Specifically, the RCP 

for FeCr2S4  was 128.09 J/Kg and for Fe0.5Cu0.5Cr2S4 it was 92.5 J/Kg under 5 T magnetic field. 

These findings indicate that Fe0.5Cu0.5Cr2S4 could be a promising material for magnetic 

refrigeration applications due to its temperature transition near room temperature, 

substantial magnetic entropy change, and high relative cooling power compared to other 

materials with spinel structure. 
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